
Gas Flue Dampers

Kutzner + Weber is certified according to DIN EN ISO 9001

INSTALLATION INSTRUCTIONS

GFD

Hearth - Kitchen - Domestic



Start-Up
The entire flue gas  evacuation and functioning of the flue gas 
damper has to be  tested upon completion. Please make sure that 
the burner only starts up when the flue gas damper has freed up at 
least 90% of the pipe cross section and the end switch of the 
actuator is inter -connected. The switch's operation can be tested by 
measuring the voltage.
Maintenance
During the maintenance of the fireplace, but at least once a year, the 
operation of the flue gas damper and the flue gas evacuation should 
be tested. If necessary, clean the casing inside and outside as well 
as the shut-off disc and the stem. The actuator is maintenance-free. 
Testing the end switch that is installed in the actuator is only 
possible when the switch cam is connected to the butterfly valve 
stem.

Opening the Flue Gas Damper Manually
To open the flue gas damper manually due to actuator failure or for 
testing and maintenance of the flue, the shut-off disc can be moved 
from the outside with a setting pin and can be locked in the open 
position with the locking lever. This closes the end switch, which 
makes it possible to keep using the fireplace. 

Accessories / Spare Parts
Actuator: GNP196

�

�

Connection Collars

24V Power Supply

Installation
The damper is installed in the flue gas pipe between the flue 
outlet of the fireplace or appliance and the chimney 
connection. The actuator should be  circulated by air and 
must not be exposed to dammed up heat (e.g. in cavities).

Installation
The GFD can be installed with any flue gas pipe. The flue 
gas damper can be  directly inserted into the flue gas pipe 
during the installation. When retrofitting at a later point, a part 
of the connection pipe has to be uninstalled at the installation 
place. Considering the plug direction, a part of the  uninstalled 
flue gas pipe corresponding to the effective length of the flue 
gas damper has to be cut off. Afterwards the flue gas damper 
is installed with the remaining pipe piece. 
Fastening
The GFD dampers should be fastened to the flue pipe, by 
tightening down the included collars where applicable.
With installations with the RSD fan, The fan can be mounted 
directly to the integrated fan adapter on top of the damper.
Insulation
If the flue gas pipe is insulated, please keep the minimum  
distance of 4" to the motor holder plate, butterfly valve stem 
and motor. Free air circulation has to be ensured.
Electric Connection

Range of Use
For use with Gas-Fired appliances and fireplaces.
Optional integrated fan adapter for use with RSD 
series draft inducers.
The GFD may be installed indoors or outdoors.  
Listings and Ratings
• UL378, Standard for Draft Equipment
Standard GFD Model listed up to 550°F for continuous
operation (Optional listed up to 1,000°F for continuous)
• NEMA 3R Outdoor / Indoor rated enclosure
Warning
Current laws, standards, codes and  guidelines have to be
followed. The installation should only be conducted by trained
professionals.  Before beginning the installation, the system
has to be turned off and disconnected from voltage.
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Dimensional Information

Model A B C D 

GFD-04 4” 4-7/8” 6-5/8” 11-1/4”

GFD-06 6” 6-7/8” 6-5/8” 12-7/8”

GFD-08 8” 8-7/8” 6-5/8” 14-7/8”

GFD-10 10” 10-7/8” 6-5/8” 16-7/8”

GFD-12 12” 12-7/8” 6-5/8” 19” 

GFD-14 14” 14-7/8” 6-5/8” 21” 

GFD-16 16” 16-7/8” 8-5/8” 23” 

GFD-18 18” 19" 8-5/8” 26”

GFD-20 20” 21” 28” 8-5/8”

 Specifications 

GFD Damper / GNP196.1P Actuator
Power Supply 24VDC Class 2 
Power Consumption 28VA / 19W 
Operation Range 0 - 10 VDC 
Run Time (0-90 degrees) 2 seconds 
Temperature Range (ambient / operating) 0°F to +122°F 

Humidity Max. 95% RH (non-condensing) 
Enclosure NEMA 3R
Overload Protection Electronic 
Direction of Rotation Switch selectable 
Torque 53 lb-in 
Manual Override Push button 
Failsafe Position Electronic / direction switch selectable 
Position Feedback Signal 0 - 10 VDC 




